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HIGH EFFICIENCY MULTI-ROW ROTOTILLER 

IT IS POSSIBLE TO WORK AT HIGHER 
SPEED THAN THE OTHER NORMAL 
MULTI-ROW ROTOTILLERS. 

THE PARTICULAR TECHNOLOGY OF 
THE MACHINE MAKES POSSIBLE A 
DEEPLY PENETRATION ALSO IN VERY 
CLAYEY AND HEAVY SOILS. 

THE HIGH ROTATION SPEED ALLOWS 
THE CRUMBLING 
OF THE SOIL 
ALSO AT HIGH 
SPEEDS. 

THE QUALITY OF 
M A T E R I A L S 
REDUCES THE 
QUANTITY OF 
NEEDED POWER.           
SO POWER IS 
AVAILABLE TO BE 
U S E D  I N  
P R O D U C T I V I T Y 
INCREASE OR IN 
ENERGY SAVING. 

EXCEPTIONAL HOURLY  
PRODUCTIVITY 

TO COMBINE WITH ALL 
SOWING MACHINES 

SPECIAL MULTI-ROW 
ROTOTILLER 

SEM/ 
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B A D A L I N I  M U L T I - R O W 
ROTOTILLERS HAVE BEEN 
STUDIED TO WORK IN ALL 
CONDITIONS, ALSO THE 
MOST DIFFICULT. 

T H E  E X C E P T I O N A L L Y 
RESISTANT CHAIN BOXES 
ALLOW THE MACHINE TO 
WORK ALSO IN SOILS WITH 
STONES. 

THE FRAME IN EXTRUDED 
S E CT I O N M A K E S  T H E 
MACHINE PARTICULARLY 
STIFF AND SOLID. FOR THIS 
WE CAN PRODUCE TILL 6 
METRES ROTOTILLERS 
WITHOUT DAMAGING THEIR 
STRENGTH. 

THIS SPECIAL MODEL CAN 
BE COMBINED WITH BOTH  
M E C H A N I C A L  A N D 
P N E U M A T I C  S O W I N G 
MACHINE. 

A SPECIAL BOX PERMITS 
A L S O  H I G H  P O W E R 
TRACTORS TO HAVE A 1000 
rpm POWER TAKEOFF WHILE 
THE SOWING MACHINE 
WORKS AT 540 rpm. 

THE SPECIAL FRONT TINES 
ARE VERY IMPORTANT: THEY 
FACILITATE THE DRAINAGE 
IN DEPTH AND THEY 
REDUCE THE BLADES WEAR. 

IN FACT  BADALINI HAS INVENTED ALSO THE NAME : “Multifresa”. 

THE PRESENT MODELS ARE THE EVOLUTION OF THE FIRST AND REAL  
”Multifresa”. 

THE COMPUTER - ASSISTED DESIGN THROUGH THE MODERN 
SYSTEMS KEEPS IN CONSIDERATION THE GREAT EXPERIENCE 
ACCUMULATED DURING THE LAST DECADES. 

BADALINI S.R.L.  
STRADA DELMONA 1 
46017 RIVAROLO MANTOVANO (MN) ITALY 
TEL. 0039-0376-99149       FAX 0039-0376-99641  
E-MAIL: badalini@badalini.it    WEB: www.badalini.it 

IMPORTANT 
FEATURES 

DEALER: 

EQUIPMENT:
CE Regulations equipments
Depth regulation wheels
Rear 3 point linkage
540 rpm back gear box
Cardan shaft with safety bolt
Special rotors and blades
Hexagonal transmission shaft = 41 mm

MODEL TILLING UNITS FRAME meters
N. mm N.

MAIZE
4 700-800 SEM/4L 4 2,60
6 700-750 SEM/6L 6 4,00

SOYA
6 450 SEM/6ST 6 2,60
7 350 SEM/7SS 7 2,60
8 350 SEM/8SS 8 2,60

ROWS


