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EYS Screw Press Separator

EYS Separator is designed to mechanically separate
solid and liquid fractions of fiber-rich materials such as
animal manure. In fact, manure separation is the most
common application for EYS Separators today. Hundreds
of units installed worldwide have been delivering
outstanding results for years even under the toughest
conditions. Our robust design handles all types of
livestock manure with ease, yielding a high output rate
of very dry solids and a liquid fraction containing only §
minimal amounts of suspended solids.

/_ Why EYS Separator?

There are various types of manure separation equipment available
today, and the most efficient ones among them are screw press
separators. Static screens can only remove a marginal portion of the
liquid from the manure due to lack of squeezing action. Belt-presses
can not yield dry enough solids, and are typicall costly to both
operate and to maintain. EYS Screw Press Separator on the other
hand produces remarkably dry solids at high output rates and at an
affordale cost. It does not require attendance of an operator, nor
does it need frequent and costly maintenance service. it is fairly
easy to operate and consumes insignificant amount of electricity.

» Non blinding wedge-wire screen « Optional vibrator

* 0.1mmto 1.0 mm screen openings e Easy serviceability

» Hard coated, heat treated screw « Laser cut precision parts
« Electrostatic powder coating « AL SS models available

» Powerful 5.5kW-11kW motors « Extended screen life

» Gearbox ring for leak-protection « 1SO9001-2000 certified
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Why Should you Separate?

Raw manure is a difficult to handle material. It is
messy to transport, costly to store and an environmental
hazard if not separated and stored properly. It causes odor
and harbors disease carrying insects. By separating the
manure you not only minimize these inherent
disadvantages, but also turn this otherwise problematic
waste material into a useful by-product. Some of these
additional benefits of manure separation are:

* Separated solids can either be used or sold as
fertilizer following a shorter period of composting
(composting time is reduced drastically)

* Separated solids can be used as bedding material

* Separated liquid can be irrigated on farm land or used
to feed your flushing system

* Overall slurry storage costs decrease due to reduced
volume

* Odor and health risks decrease, your farm
environment improves

* Contamination of underground water sources is
prevented by eliminating liquid manure run-off

EYS Separator - Reliable Choice in Manure Management

EYS Separator offers a practical and efficient solution to any manure management
application. Either for scraping or flushing based systems; dairy, hog or chicken farms, EYS is
committed to delivering results that continually surpass the expectations of its customers.
For more specific information and technical assistance regarding your application, please
contact us or your EYS dealer today.
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EYS
SOLID-LIQUID
RECLAMATION Manure is collected

from the barns
into the reception pit

3-10% Dry Matter

EYS
Agitator

Manure is agitated by
EYS Agitators to reach
and maintain
a homogeneous mixture of
solids and liquids

Mixed slurry is fed
to EYS Separator
by an EYS
Manure Pump

N

anure;
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EYS
_Separator

Effluent with suspended
solids (smaller than 500micron)

EffluentiTank <

Separated liquid (effluent)
is directed to
the effluent tank

parated Solids
at %65 humidity

Effluent is pumped to X
EYS Clarifier for further Separated solids are forwarded

elimination of remaining to the composting area where
suspended solids EYS Compo§t Turner processes
- them into compost

Filtered suspended solids
are directed to the
composting site,or fed

back to the separator

Recovered suspended solids
greater than 80 micron*

High quality Compost suitable
for organic agriculture

Refined effluent with suspended
solids no larger than 80 micron* EYS Compost Turner processes your separated

solids into organic fertilizer within 45-60 days,
which can be bagged and sold.

Clarified liquid can be used as liquid manure and
spread to fields, or forwarded to your WTP (waste
treatment plant) for biological cleansing.

* Particle size depends on screen selection. Standard screen sizes are 80, 120, 250 microns;
with other custom sizes also available when required.

EYS SOLID-LIQUID RECLAMATION




Replacable Wear Ring
for reduced maintenance costs ’

EYS Separator’s
Unique Features

True Separation
Between

Body and Gearbox
Eliminates the risk of

Easy To Assemble
It’s a snap to
assemble and
disassemble the EYS

Separator

SP 400

SP 600

SP 600HD

/1

A—l slurry leaking into

the gearbox

SP 800HD

. . L:1450 W:700 L:1850 W:1000 L:2050 W:1000 L:2100 W:1000 L:2300 W:1000
Dimensions (mm) H:950 H:1200 H:1200 H:1200 H:1200
Weight 300 kg 600 kg 730 kg 660 kg 780 kg
Power 2.2 kW 5.5 kW 5.5 kW 5.5 kW 11 kW
Auger Stainless steel auger with special hard-coating
Screen Stainless steel wedge-wire screen
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d Dewatering & Composting Solutions

EYS Metal Sanayi ve Ticaret Ltd.Sti.
Astim Org.San.Bol. Hurriyet Mah. No:233 Tepecik - Aydin / TURKEY
Tel: + 90. 256. 231 11 38 Fax: + 90. 256. 231 11 01

WWW. e-y-5.Com
info@e-y-s.com
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